Reed Machines V.O.F.

Main office: Laarweg 7, 6882 AA Velp, Netherlands

Postal address: Den Ossekamp 8, 5706 SE Helmond, Netherlands
Workshop: 2e Indumaweg 4b, 5705 BB Helmond, Netherlands

]
contact@reedmachines.com
www.reedmachines.com

Chamber of Commerce Amhem 57093849
VAT no. NL852435538B01

Gouged contra bassoon and contraforte cane dimensions

Knife diameter

Thickness at the sides

Cane diameter

Wwidth of the finished reed ftip

Thickness in the middle — f T

Instrument : Conira bassoon
Thickness in the middle [mm] : 1,45
Width of the finished reed fip [nm] : 20

Knife (carriage) diameter [mm]
Thickness at the sides [mm] 28 30
28 1,13 0,93
Cane (bed) diameter [mm] 30 1.36 1,16
32 1,56 1,37
Instrument : Contraforte

Thickness in the middle [mm] : 1,65
Width of the finished reed fip [mm] : 22

Knife (carriage) diameter [mm]
Thickness at the sides [mm] 28 30
28 1,21 0,98
Cane (bed) diameter [mm] 30 1,49 1,26
32 1,73 1,51

Please feel free to contact Reed Machines or a reseller if you want calculations for other dimensions than
mentioned in the tables.



